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SAMPLING MENU 

Sample Mode COUNTS 
Cycle Mode AUTO 
Sample Time 01:00 
Hold Time 00:30 
Cycle Count 010 
Sample Units LITER 
Chan 2 Size 0.5µm 
  
< >

 
26. Press ESC to return to the Main Menu. 
27. Finally, select the Utility Menu and set the 

Data Logging mode and Location as shown. 
DO NOT change the pump speed. 

 

UTILITY MENU 

Pump Speed 099 
Data Logging ON 
Location 001 
  
  
  
  
  
 

 
28. Press ESC twice to return to the Main 

Screen. 
 
 
Collecting Samples 
 
29. Press RUN using the Left Soft Key. This 

turns on the pump and the APC runs for 10 
cycles that are one minute long with 30 
second hold times in-between. 

30. Use the Buffer Menu to review the data.  
  
Software 
 
31. The ERGOTRAK LITE data transfer utility 

comes on the CD that came with your APC.  
32. To install the communications software and 

drivers, insert the CD into your computer 
drive and follow the on-screen instructions.  

33. Connect the APC to your computer using the 
USB cable supplied.  

 
N O T E  

Make sure the APC is connected before you run the 
software. 
 
34. ERGOTRAK LITE software will auto-detect the 

APC and show the data records that are 
available for download. 

35. The data records can be exported in a 
format suitable for spreadsheet software for 
further analysis. 

 
Checking Flow 
 
36. Periodically check the inlet flow of the 

instrument with an external flow meter 
standard. 

37. Connect a flow meter to the inlet and turn on 
the instrument.  

38. From the Main Menu, select the Utility Menu. 
39. Select the Pump Speed, and use the Left 

and Right Soft Keys (under < and >) to 
move the speed setting up or down as 
needed to match the flow standard at 2.83 
L/min (0.1 cfm). 

40. When the flow is set, select ESC to go back 
to the Main Menu. 

41. Disconnect the flow meter.




